
Ingersoll-Rand
Power Tools for the Automotive Service Industry



The Professional's Choice
Innovative, Leading Edge Ergonomics
Owning the best tools for the job is important to any
professional. The tools you use say a lot about you - your
skills, and the care you bring to your job. Tools have to be
ready to work when you are - time is money in automotive
service, as in any industry.
That’s why more and more professional mechanics are
choosing Ingersoll-Rand automotive tools.
With over 100 different products, and a range of corresponding
accessories, Ingersoll-Rand offers the most comprehensive
range of automotive service tools to meet almost every air
tool need in body repair and service workshops, exhaust
and tyre shops.
Our tools offer you unmatched power for loosening the
most stubborn bolts... superior control for working in tight
spaces... and the precision to help you create masterpieces
of fine finishing.
Ingersoll-Rand has been making air powered tools for over
100 years, combining the best engineering talent, top quality
materials and the strongest support in the business. For more
than 50 years we have offered a range tailored specifically to
the needs of the automotive service industry. Our classic
designs are popular favourites which you’ll find in just about
every garage and bodyshop around, while our newest
designs are at the forefront of changing technology,
incorporating the latest materials and advanced ergonomics.
Ingersoll-Rand understands how automotive mecha-nics
and technicians work, and creates the tools you need... tools
which make your work easier, faster and more profitable.
Our tools feel right in your hands.
Your performance depends a lot on the tools you use. So
select a tool from Ingersoll-Rand... the choice of the
professional.

Tool Rating System
Standard Duty  ★
A durable tool used for general shop applications, offering a good
balance between performance and economy.

Heavy Duty  ★★
A high-quality tool that delivers more power and added features,
for more frequent or demanding applications.

Super Duty  ★★★
Top-quality tools, exceeding all requirements, for the most
demanding applications. Engineered with special features for top
power, speed control, accuracy and comfort.

Ultra Duty  ★★★★ An exceptional, new-technology
tool that redefines the standards
of performance. C
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Air Impactools Air Sanders & Polishers

Air Hammers

Air Cutting Tools & Grinders

Speciality Equipment

Accessories

Drive Max. torque Max. speed Model no. CPN Tool type Max. speed Model no. CPN

Tool type Stroke Blows per min. Model no. CPN

Tool type Max. speed Power Model no. CPN

Tool type Description Model no. CPN

Type Page

3/8" SQ 217 Nm 9500 rpm 215 01368356
3/8" SQ 232 Nm 8000 rpm 216 01372465
3/8" SQ 245 Nm 10000 rpm 211-EU 01343235
3/8" SQ 245 Nm 10000 rpm 212-EU 01343151
3/8" SQ 310 Nm 14500 rpm 2112S 01370188
1/2" SQ 310 Nm 14500 rpm 2121S 01370196
1/2" SQ 400 Nm 7500 rpm LA425-EU 01328566
1/2" SQ 440 Nm 7500 rpm 225 01369636
1/2" SQ 510 Nm 9500 rpm 235-EU 01345016
1/2" SQ 578 Nm 8000 rpm 231-EU 01343110
1/2" SQ 578 Nm 8000 rpm 231-2-EU 01343268
1/2" SQ 578 Nm 8000 rpm 131S-EA 01372416
1/2" SQ 578 Nm 8000 rpm 131S-2-EA 01372424
1/2" SQ 610 Nm 8000 rpm 231XP 01368364
1/2" SQ 612 Nm 9500 rpm 2131S-EU 01333442
1/2" SQ 612 Nm 9500 rpm 2131S-2-EU 01343276
3/4" SQ 1020 Nm 6500 rpm 252-EU 01345149
3/4" SQ 1020 Nm 6500 rpm 252-3-EU 01345156
3/4" SQ 1220 Nm 5000 rpm 255-EU 01343557
3/4" SQ 1220 Nm 5000 rpm 255-3-EU 01345024
3/4" SQ 1495 Nm 5500 rpm 261-EU 01343094
3/4" SQ 1495 Nm 5500 rpm 261-6-EU 01360270
3/4" SQ 1500 Nm 7250 rpm 2141S 89939060
3/4" SQ 1790 Nm 6000 rpm 2161XP 01372085
3/4" SQ 1790 Nm 6000 rpm 2161XP-6 01372093

1" SQ 1630 Nm 5500 rpm 271-EU 01343128
1" SQ 1790 Nm 6000 rpm 2171XP 01378165
1" SQ 2100 Nm 5000 rpm 285A 01370303
1" SQ 2100 Nm 5000 rpm 285A-6 01370311
1" SQ 2100 Nm 5000 rpm 295-EU 01360593
1" SQ 2100 Nm 5000 rpm 295-6-EU 01363829
1" SQ 2175 Nm 6000 rpm 280-EU 01343193
1" SQ 2175 Nm 6000 rpm 280-6-EU 01343144
1" SQ 2175 Nm 6000 rpm 290-EU 01343177
1" SQ 2175 Nm 6000 rpm 290-6-EU 01343169
1" SQ 2200 Nm 6800 rpm 2080 01370444
1" SQ 2200 Nm 6800 rpm 2080-6 01370451

Random Orb. Sander /non vac 10000 rpm 310-EU 01343490
Random Orb. Sander /non vac 10000 rpm 311A 01365253
Random Orb. Sander /vac. ready 12000 rpm 4151-HL 01371624
Pistol-grip sander 18000 rpm 317-EU 01343532
Angle sander 5000 rpm 313-EU 01343524
Vertical sander 5000 rpm 319-EU 01343714
Orbital sander 8000 rpm 312-EU 01343680
Straigth line sander 3000 rpm 315-EU 01343961
Polisher - Angle 2500 rpm 314-EU 01343599
Polisher - Vertical 2800 rpm 318-EU 01343896

Hammer 58 mm 3000 121/Q-EU 01343698
Hammer 67 mm 3500 116-EU 01343755
Hammer 89 mm 2000 117-EU 01344035
Scaler 28 mm 4600 125-EU 01352178

Nibbler 3200 spm – 325-EU 01343813
Tyre buffer 3000 rpm – 327LS 01371699
Tyre buffer 22000 rpm – 327-EU 01343771
Body saw 5750 spm – 4429 01371822
Body saw 9000 spm – 429 01365477
Windscreen cutter 20000 spm – LA418A-EU 01336353
Die grinder (angle) 20000 rpm 0.19 kW 301-EU 01348440
Die grinder (angle) 18000 rpm 0.25 kW 302-EU 01343656
Die grinder (mini.) 27000 rpm 0.19 kW 307A-EU 01352186
Die grinder (mini.) 25000 rpm 0.22 kW LA419-EU 01330117
Die grinder 25000 rpm 0.25 kW 308-EU 01343375
Die grinder (kit) 22000 rpm 0.42 kW LA429-EU 01328558
Angle grinder (4") 12000 rpm 0.80 kW LA421-EU 01328632
Angle grinder (4") 12000 rpm 0.80 kW 344 01321728
Angle grinder (5") 12000 rpm 0.80 kW LA422-EU 01328582

Riveter Max. rivet cap. 3/16" LA437-EU 01328608
Riveter Max. rivet cap. 1/4" LA415-EU 01330141
Caulking gun 50x215 mm cartridge LA428-EU 01330067
Spray gun Siphon speed AF7000 56746720
Spray gun Gravity speed AF7001 56746738
Spray gun Micro-touch up AF7002 56746746
Spray gun Gravity speed /High vol. AF7003 56746753
Blow guns – – –
Cable pullers (steel) 0.45 to 0.9 ton cap. Pseries –
Cable pullers (alu.) 0.45 to 1.5 ton cap. C series –
Lever hoists 0.75 to 6 ton capacity SL series –
Hand chain hoists 0.5 to 5 ton capacity SM series –
Manual trolleys (plain) 0.5 to 5 ton capacity SPseries –
Man. trolleys (geared) 1 to 5 ton capacity SG series –

Impactool accessories 11
Ratchet wrench accessories 13
Airline accessories 24 & 25
Tune-up kits and lubricants 26

1/4" SQ 27 Nm 200 rpm 103-EU 01343748
1/4" SQ 27 Nm 200 rpm 104A-EU 01343706
3/8" SQ 27 Nm 200 rpm 1033-EU 01343664
3/8" SQ 68 Nm 160 rpm 107XP 01368315
3/8" SQ 68 Nm 300 rpm 111A-EU 01343730
3/8" SQ 95 Nm 300 rpm 109XP 01368331
1/2" SQ 61 Nm 150 rpm LA430-EU 01328624
1/2" SQ 68 Nm 160 rpm 1077XP 01368323
1/2" SQ 68 Nm 300 rpm 1111A-EU 01343631
1/2" SQ 95 Nm 300 rpm 1099XP 01368339

Pistol drill 10 mm 2100 rpm 7802-EU 01343391
Pistol drill 10 mm 2750 rpm 7811-EU 01380781
Pistol drill 13 mm 500 rpm 7803-EU 01343441
Pistol drill 13 mm 1000 rpm 7816-EU 01380807
Pistol drill/rev. 10 mm 2000 rpm 7802R-EU 01343466
Pistol drill/rev. 13 mm 400 rpm 7803R-EU 01343482
Angle drill/rev. 10 mm 1200 rpm 7804R-EU 01343912
Angle drill/rev. 10 mm 1800 rpm 7807R-EU 01352160
Straigth drill 10 mm 4500 rpm LA410-EU 01328616
Pistol screwdriver 13 Nm 1800 rpm 371-EU 01352152
Pistol screwdriver 13 Nm 1800 rpm LA412-EU 01330075
Pistol screwdriver 13 Nm 1800 rpm LA439-EU 01330133
Straigth screwdr. 13 Nm 1800 rpm LA413-EU 01330109

Air Ratchet Wrenches
Drive Max. torque Max. speed Model no. CPN

Air Drills & Screwdrivers
Tool type Chuck / torque Max. speed Model no. CPN
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Premium technology, unbeatable
performance Tools

Best power-to-weight ratio in their class.
High-output Twin Hammer mechanism and pressure-feed
lubrication system (patented design).
Power bias motor for maximum power in reverse with
patented regulator design.
Four position power settings. 
One hand pushbutton forward / reverse.
Durable, composite housing with steel hammer case.
Ergonomically enhanced handle with super touch
composite housing and professional touch trigger.
In-handle exhaust directs air away from the operator.
Integral swivel inlet.

Twin Hammer Mechanism
● Contains only 4 working parts.

Longer life and reduced maintenance.
● Delivers an instantaneous, balanced blow.

● Gives more power and less 
vibration to the operator.

New technology Impactools: the 21 Series
is now available from 3/8" to 3/4" drive…
Let the revolution continue !

Series 21

The
others

★★★★

New 3/8" Model

New 3/4" Model
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A complete family of
pistol Impactools

With 355 Nm* and only 143 mm
length, the 2112S & 2121S are the
most efficient MINI impact wrenches
on the market to-day. Now you can
rely on POWER, SPEED and
ACCESS like never before.

The world's most powerful 1/2" Impact
wrench with 612 Nm* in forward mode
and 816 Nm* in reverse.
Also available with 2" extended anvil
for wheel and tyre changing.

The most exiting product this year.
A best in class tool that will redefine
the 3/4" impact category. This tool
gives Ingersoll-Rand a first to market
opportunity with the first 3kg / 3/4"
impact wrench.

* See following pages for specifications

New 2112S 3/8" Impactool
New 2121S 1/2" MINI Impactool

2131S-EU 1/2" Impactool

New 2141S 3/4" Impactool
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NewProducts
Advanced Ergonomics
New
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215

215 Pistol-grip Impactool ★★

•  Compact, to squeeze into tight spots for transmission
and exhaust system work.

•  Variable tease trigger control.
•  Six position power management.
•  Powerful pin clutch mechanism.

216 Palm-grip Impactool ★★

•  Ideal for work in confined areas.
•  Butterfly style throttle for smooth forward and reverse

control.
•  Powerful pin clutch mechanism.
• 180° swivel inlet.

211-EU Palm-grip Impactool ★★★

•  Jumbo hammer mechanism.
•  Pressure-feed lubrication system.
•  Power regulator.
•  Ideal for sump removal, exhaust and transmission work.

212-EU Pistol-grip Impactool ★★★

•  Same features as the 211-EU Impactool but in pistol grip
version.

2112S Pistol-grip Impactool ★★★★

•  Lightweigth ultra duty Impactool offering access together
with high power and speed.

•  Ideal for the tightest underhood applications,
transmission work, engine and body repair etc…

215 M10 9500 20-176 15-130 217 160 1600 1.3 2.9 156 6.1 84 3.0 1/4 10 3/8
216 M10 8000 20-217 15-160 232 175 1800 1.3 2.9 156 6.1 84 3.0 1/4 10 3/8
211-EU M12 10000 27-204 20-150 245 180 1500 1.1 2.4 168 6.6 70 2.5 1/4 10 3/8
212-EU M12 10000 27-204 20-150 245 180 1500 1.3 2.9 152 6.0 70 2.5 1/4 10 3/8

Std. bolt Free Working Max. Blows Net Overall Average Air Min. hose
Model capacity speed torque torque per min. weight length air cons. inlet size

rpm Nm ft-lb Nm ft-lb kg lb mm in l/min cfm in mm in

Specifications (at 90 psi – 6.2 bar)

Jumbo Hammer Mechanism
● Single hammer version of the twin 

hammer. Has an excellent 
power-to-weight ratio.

● Mechanism contains only 
3 working parts - simple 

to maintain.
● Automatic pressure-feed lubrication 

system supplies grease to the 
impact mechanism.

Ingersoll-Rand
3/8" Square Drive Impactools

212-EU

211-EU

2112S

New

New

* Max. torque in REVERSE MODE 355 Nm (260 ft-lb).

2112S M12 14500 34-272 25-200 310* 230* 1500 1.2 2.6 143 5.6 110 4.0 1/4 10 3/8

★★★★

Optional Protective Tool Boots
Keep your Ingersoll-Rand air Impactool free
from external damage with protective boots in
vinyl material.

Tool number Boot number
211-EU 211-P32
212-EU 202-P32
215 215-P32
2112S 2112-P32

216
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225 Pistol-grip Impactool ★★

•  Mini 1/2" impactool for application in confined areas.
•  Variable tease trigger control.
•  6 position power management.
•  Powerful pin clutch mechanism.

231-EU & 231-2-EU Pistol-grip Impactools ★★★

•  The classic 231-EU – still the most popular mechanic's
tool in its class – ideal for tyre shops.

•  Twin hammer mechanism.
•  Pressure-feed lubrication system.
•  Variable speed trigger gives you complete control of

power output.
•  Available with 2" (50 mm) extended anvil (model 231-2-EU).

231XP Pistol-grip Impactool ★★★

• Similar to the proven 231-EU but with new ergonomic
handle and trigger plus in-handle exhaust.

•  Reverse biased motor cylinder for increased performance.
•  Delivers 610 Nm maximum torque. 

235-EU Pistol-grip Impactool ★★

•  Full power in reverse and adjustable power in forward.
•  In handle exhaust directs air away from the operator.
•  Balanced design with easy-to-use controls and tease trigger.

2121S Pistol-grip Impactool ★★★★

• With the same specifications as the 2112S model, the
2121S offers speed, power and access with 1/2" drive. 

2131S-EU & 2131S-2-EU Pistol-grip 
Impactools ★★★★

•  The world's most powerful 1/2" Impact wrench. 
This versatile tool delivers 816 Nm in REVERSE MODE,
where you really need brute force to master the toughest
nuts and bolts: The best tool for tyre changing. 

•  Available with 2" extended anvil (mod. 2131S-2-EU). 

Ingersoll-Rand
1/2" Square Drive Impactools

New

New

New
231XP

Optional Protective Tool Boots
Tool number Boot number
231-EU,231-2-EU, 231XP 231-P32
235-EU 235-P32
2121S 2112-P32
2131S-EU & 2131S-2-EU 2131-P32
2131SFRA-EU 2131FR-P32

Kits in carrying case available 
for model 235-EU (kit no. 235K) 
and model 2131S-EU (kit no. 2131SK)

2121S

6

225

225 M13 7500 34-270 25-200 440 325 1200 1.9 4.2 168 6.6 113 4.0 1/4 10 3/8
231-EU M14 8000 34-408 25-300 578 425 1200 2.6 5.8 185 7.3 120 4.2 1/4 10 3/8
231-2-EU M14 8000 34-408 25-300 578 425 1200 2.8 6.1 236 9.3 120 4.2 1/4 10 3/8
231XP M14 8000 34-450 25-330 610 449 1200 2.6 5.8 185 7.3 120 4.2 1/4 10 3/8
235-EU M13 9500 34-305 25-225 510 375 1200 2.5 5.4 197 7.8 110 4.0 1/4 10 3/8

Std. bolt Free Working Max. Blows Net Overall Average Air Min. hose
Model capacity speed torque torque per min. weight length air cons. inlet size

rpm Nm ft-lb Nm ft-lb kg lb mm in l/min cfm in mm in

Specifications (at 90 psi – 6.2 bar)

(1) Max. torque in REVERSE MODE 355 Nm (260 ft-lb). (2) Max. torque in REVERSE MODE 816 Nm (600 ft-lb).

2121S M12 14500 34-272 25-200 310(1) 230(1) 1500 1.2 2.6 143 5.6 110 4.0 1/4 10 3/8
2131S-EU M16 9500 68-544 50-400 612(2) 450(2) 1250 2.0 4.5 180 7.1 135 4.8 1/4 10 3/8
2131S-2-EU M16 9500 68-544 50-400 612(2) 450(2) 1250 2.2 4.8 231 9.1 135 4.8 1/4 10 3/8

235-EU

★★★★
2131S-EU

★★★★
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Ingersoll-Rand
3/4" Square Drive Impactools

252-EU M24 6500 135-680 100-500 1020 750 1200 3.9 8.6 229 9.0 210 7.5 3/8 13 1/2
252-3-EU M24 6500 135-680 100-500 1020 750 1200 4.3 9.5 305 12.0 210 7.5 3/8 13 1/2
255-EU M27 5000 270-950 200-700 1220 900 1100 4.9 10.8 240 9.5 220 8.0 3/8 13 1/2
255-3-EU M27 5000 270-950 200-700 1220 900 1100 5.3 11.7 316 12.5 220 8.0 3/8 13 1/2
261-EU M27 5500 270-1220 200-900 1495 1100 1000 5.6 12.4 224 8.8 270 9.5 3/8 13 1/2
261-6-EU M27 5500 270-1220 200-900 1495 1100 1000 6.2 13.6 376 14.8 270 9.5 3/8 13 1/2
2161XP (1) M27 6000 410-1380 300-1015 1790 1320 1025 5.1 11.3 216 8.5 280 10.0 3/8 13 1/2
2161XP-6 (1) M27 6000 410-1380 300-1015 1790 1320 1025 5.7 12.6 368 14.5 280 10.0 3/8 13 1/2

Std. bolt Free Working Max. Blows Net Overall Average Air Min. hose
Model capacity speed torque torque per min. weight length air cons. inlet size

rpm Nm ft-lb Nm ft-lb kg lb mm in l/min cfm in mm in

252-EU & 252-3-EU Pistol-grip Impactools ★
•  Full power in reverse, 3 position adjustable power in forward.
•  Integral 360° swivel inlet eliminates twisted hoses.
•  In-handle exhaust directs exhaust air away from work.
•  Available with 3" (75 mm) extended anvil (model 252-3-EU).

255-EU & 255-3-EU Pistol-grip Impactools ★★
•  Four position power regulator.
•  360° swivel inlet eliminates twisted hoses.
•  Silenced, in-handle exhaust.
•  Available with 3" (75 mm) extended anvil (model 255-3-EU).

261-EU & 261-6-EU Pistol-grip Impactools ★★★
•  Jumbo hammer impact mechanism.
•  Pressure feed lubrication system.
•  Power regulator system.
•  In-handle exhaust. 
•  Available with 6" extended anvil (model 261-6-EU).

2161XP & 2161XP-6 Pistol-grip Impactools ★★★★
•  Ultra duty models for high production work.
•  Enhanced twin hammer mechanism.
•  Six vane high-output air motor.
•  Three position power regulator and forward/ reverse control.
•  In-handle exhaust and 360° swivel inlet.
•  Available with 6" extended anvil (model 2161XP-6).
•  Options: Horizontal suspension bail, part no. 2161-366

and exhaust hose adapter, part no. 2161-123

2141S Pistol-grip Impactool ★★★★

•  Premium technology, unbeatable performance tool
delivering 1600 Nm in reverse mode.

•  The smallest weight of its class. Highly manœuvrable.
•  Twinhammer Plus™ mechanism.
•  Durable composite housing with steel hammer case.
•  Four position power regulator and forward / reverse control.
•  In handle exhaust and 360° swivel inlet.

Specifications (at 90 psi – 6.2 bar)

New

261-EU

2161XP-6

252-EU
255-3-EU

Optional Protective Tool Boots

Tool number Boot number

252-EU, 252-3-EU 225-P32
255-EU, 255-6-EU 255-P32
261-EU, 261-6-EU 261-P32

2141S

★★★★

(1) 2171XP (1" model) fitted with 3/4" square drive.
(2) Max. torque in REVERSE MODE 1600 Nm (1200 ft-lb).

2141S M27 7250 270-1220 200-900 1500 (2) 1100 (2) 1175 3.1 6.9 208 8.2 270 9.5 3/8 13 1/2



The
others

2080
6.4 kg

Series 2080 - 1" Impactools: 
A New Category of Impact for the
Transportation and 
Maintenance Industry !

Weighs 50 % less than other 1"
impact wrenches.

With a max. torque of 2200 Nm
(1620 ft-lb) and 6,800 rpm.

• The revolutionary handle design
allows the user to grip the tool in
a more natural and comfortable
position.

• The 2080 minimizes bending
and squatting with less arm and
shoulder back pain.

* See following page for specifications

Lightweight

High Power and Speed

Superior Ergonomics

Twin Hammer Mechanism
● Contains only 4 working parts.

Longer life and reduced maintenance.
● Delivers an instantaneous, balanced blow.

● Gives more power and less 
vibration to the operator.

Premium technology,
unbeatable performance Tools

Ergonomically advanced handle design; Strong and
comfortable.
Professional touch trigger.
Convenient 3 position power settings (forward) and full
power reverse mode.
Durable textured epoxy coated aluminium housing and
rear handle.
High torque 7 vane air motor.
Enhanced geometry Twin Hammer mechanism for
longer life. Steel hammer case.
Combination Pin hole and "O" ring retention.
High strength steel 1" anvil, available in standard version 
or in 6" extended version for truck / fleet work.
360° adjustable front-handle.
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Less muscle in the arm
and more in the tool !

★★★★
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2080

2080-6
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NewProducts
Advanced Ergonomics
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271-EU Pistol-grip Impactool ★★★

•  High power-to-weight ratio, for general industrial maintenance.
•  Jumbo hammer impact mechanism.
•  Pressure-feed lubrication system.
•  Supplied with dead handle.
•  Optional tool boot available, part no. 261-P32

2171XP Pistol-grip Impactool ★★★★
•  The smallest tool in its class - highly manœuvrable.
•  Enhanced twin hammer mechanism.
•  Six vane high-output air motor.
•  Three position power regulator and forward/ reverse control.
•  In-handle exhaust and 360° swivel inlet.
•  Options: Horizontal suspension bail, part no. 2161-366

and exhaust hose adapter, part no. 2161-123

285A & 285A-6 Impactools ★★

•  For mounting and demounting of truck tyres, and 
industrial maintenance.

•  Three position power regulator.
•  “Angled-down” exhaust.
•  Adjustable side handle.
•  Available with 6" extended anvil (model 285A-6).
•  Optional tool boot available, part no. 285-P32

295-EU & 295-6-EU Pistol-grip Impactools ★★

•  For high production truck, bus and plant applications,
plus chassis work.

•  Compact and lightweight for minimum operator fatigue.
•  Top-mounted dead handle for a good grip.
•  Three position power regulator.
•  In-handle exhaust and 360° swivel inlet.
•  Available with 6” extended anvil (model 295-6-EU). 295-EU

285A-6

2171XP

271-EU

271-EU M30 5500 136-1020 100-750 1630 1200 1000 5.7 12.5 226 8.9 270 9.5 3/8 13 1/2
2171XP M30 6000 410-1380 300-1015 1790 1320 1025 5.2 11.5 216 8.5 280 10 3/8 13 1/2
285A M33 5000 136-1635 100-1200 2100 1550 750 10.0 22.0 335 13.2 280 10 1/2 13 1/2
285A-6 M33 5000 136-1635 100-1200 2100 1550 750 11.4 25.1 511 20.1 280 10 1/2 13 1/2
295-EU M33 5000 136-1635 100-1200 2100 1550 750 10.1 22.2 280 11.0 280 10 1/2 13 1/2
295-6-EU M33 5000 136-1635 100-1200 2100 1550 750 11.5 25.3 440 17.3 280 10 1/2 13 1/2

Std. bolt Free Working Max. Blows Net Overall Average Air Min. hose
Model capacity speed torque torque per min. weight length air cons. inlet size

rpm Nm ft-lb Nm ft-lb kg lb mm in l/min cfm in mm in

Specifications (at 90 psi – 6.2 bar)

Ingersoll-Rand
1" Square Drive Impactools

New

2080 M33 6800 200-1635 150-1200 2200 1620 950 6.4 14.0 390 15.3 336 12 1/2 13 1/2
2080-6 M33 6800 200-1635 150-1200 2200 1620 950 7.2 16.0 546 21.5 336 12 1/2 13 1/2
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280-EU M33 6000 200-1635 150-1200 2175 1600 750 10.0 22.0 330 13.0 280 10 1/2 13 1/2
280-6-EU M33 6000 200-1635 150-1200 2175 1600 750 10.8 23.8 470 18.5 280 10 1/2 13 1/2
290-EU M33 6000 200-1635 150-1200 2175 1600 800 9.9 21.9 248 9.8 280 10 1/2 13 1/2
290-6-EU M33 6000 200-1635 150-1200 2175 1600 800 10.7 23.6 388 15.3 280 10 1/2 13 1/2

Std. bolt Free Working Max. Blows Net Overall Average Air Min. hose
Model capacity speed torque torque per min. weight length air cons. inlet size

rpm Nm ft-lb Nm ft-lb kg lb mm in l/min cfm in mm in

280-EU & 280-6-EU Impactools ★★★

•  For super duty high production tyre work, front end and
spring work, high torque bolt mounting and demounting.

•  Jumbo hammer impact mechanism and pressure-feed
lubrication system.

•  Power regulator system – Adjustable side handle.
•  Available with 6" extended anvil (model 280-6-EU).

290-EU & 290-6-EU Pistol-grip Impactools ★★★

• Similar to the 280-EU, but with pistol-grip handle.
•  Top-mounted dead handle and in-handle exhaust.
•  Available with 6" extended anvil (model 290-6-EU).

Specifications (at 90 psi – 6.2 bar)

Specifications (at 90 psi – 6.2 bar)

Std. bolt Free Working Max. Net Overall Average Air Min. hose
Model capacity speed torque torque weight length air cons. inlet size

rpm Nm            ft-lb Nm       ft-lb kg        lb mm       in l/min      cfm in mm     in

280-EU

290-EU

Ingersoll-Rand 1" Square
Drive Impactools (continued)

Ingersoll-Rand
1/2" Square Drive
Impactool Kits
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131SK 
Impactool Kit  ★★★
• Contains 1/2" Impactool with 10 sockets.
• Similar to the proven 231-EU Impactool (see page 6), but

with new ergonomic handle and trigger plus in-handle exhaust.
• Available without carrying case:
➜ Model 131S-EA, with standard anvil
➜ Model 131S-2-EA, with 2" (50 mm) extended anvil.

LA425-EU 
Impactool Kit  ★

Contains 1/2" square drive
Impactool with 10 
sockets, 127 mm (5")
extension bar, 6 mm 
(1/4") nipple and 
mini oiler.

New

131S-EA

131SK

CPN no.
88085949

LA425-EU

LA425-EU M13 7500 34-370 25-275 400 295 2.5 5.5 181 7.1 110 4.0 1/4 10 3/8
131SK / 131S-EA M14 8000 34-408 25-300 578 425 2.6 5.8 185 7.3 120 4.2 1/4 10 3/8
131S-2-EU M14 8000 34-408 25-300 578 425 2.8 6.1 236 9.3 120 4.2 1/4 10 3/8



7175P 75 3
7176P 150 6

7181P 125 5

7184P 250 10

07567 175 7
07568 250 10
07569 330 13

10607 175 7
10609 330 13

1/4" Square drive 3/8" Square drive 1/2" Square drive 3/4" Square drive 1" Square drive

mm in mm in mm in mm in mm in mm in

A/F Hex

mm in
4

4.5
5

5.5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38

3/16

1/4
9/32
5/16

11/32
3/8

7/16

1/2
9/16

5/8
11/16

3/4

13/16
7/8

15/16

1

11/16

11/8
13/16

11/4

15/16

13/8

17/16

11/2

6904M
6904.5M
6905M

6905.5M
6906M
6907M
6908M
6909M
6910M
6911M
6912M
6913M
6914M

6906H

6908H
6909H
6910H
6911H
6912H
6914H

6916H
6917H

7206M
J7207M
J7208M
7209M
7210M
7211M
7212M
7213M
7214M
J7215M
7216M
7217M
7218M
7219M
7220M
7221M
7222M

7208H

7210H

7212H
7214H

7216H
7218H

7220H
7222H

7219M

7226H

7408M
7409M
7410M
7411M
7412M
7413M
7414M
7415M
7416M
7417M
7418M
7419M
7420M
7421M
7422M
7423M
7424M
7425M
7426M
7427M
7428M
7429M
7430M

7432M

7412H
7414H

7416H
7418H

7420H
7422H

7419M

7426H
7428H

7430H
7432H

7427M

7436H

7438H

07517M

07519M

07521M
07522M
07523M
07524M
07525M
07526M
07527M
07528M
07529M
07530M
07531M
07532M
07533M
07534M
07535M
07536M
07537M
07538M

07509

07510
07511

07519M

07513
07514

07515
07516

07527M

07518
07530M

07520

07521
07522

07523
07538M

10019M

10021M
10022M
10023M
10024M
10025M
10026M
10027M
10028M
10029M
10030M

10032M
10033M

10035M
10036M

10038M

10019M

10013
10014

10015
10016

10027M

10018
10030M

10020

10021
10035M

10023
10038M

10019ML

10021ML
10022ML
10023ML
10024ML
10025ML
10026ML
10027ML
10028ML
10029ML
10030ML

10032ML
10033ML
10034ML
10035ML
10036ML

10038ML

10019ML

10013L
10014L

10015L
10016L

10027ML

10018L
10030ML

10020L

10021L
10035ML

10023L
10038ML

E
X

TR
A

 D
E

P
TH

E
X

TR
A

 D
E

P
TH

3/8 " ➪

1/2" ➪ 

3/4" ➪

1" ➪

7270P

7470P

07570

10670

2U-215 1/2
7106P 1/4

7653 3/8
7654 5/8
7455 3/4

07654 1/2
07657 5/8
07655 1

07656 3/4
10004 11/2

Square Part Contains sockets
drive no. (size in mm)
3/8" SS3-8 10 11 12 13 14 15 17 19
1/2" SS4-10 10 11 12 13 14 17 19 21 22 24
3/4" SS6-8 26 27 29 30 32 35 36 38
1" SS8-7 24 27 30 32 33 36 38

Socket Sets

Standard Power Sockets – 6 points

Square
drive

(female)

Part no.

Power
universal

joints

Part no. mm in

Power driver 
extensions

Part no. Male
end

Power socket
adapters

(female to male drivers)

Ingersoll-Rand 
Impactool Accessories

11

1"sq. Spindle Accessories

Torsion Bars   

A/F Part no. d DHex

mm mm mm

27 TB27-400NM 49 46
29 TB29-400NM 49 48
30 TB30-450NM 49 49
30 TB30-550NM 49 49
32 TB32-500NM 53 53
32 TB32-600NM 53 53
33 TB33-500NM 53 54
33 TB33-600NM 53 54

305
mm

27 mm

Special 
Sockets for
Truck Service

Part no. I.D. For socket 
square drive 

mm end Ø* (mm)

RR10008S 44.5 46-47

RR10010S 50.8 54

RR10015S 54.0 57-58

RR10017S 63.5 68

RR10019S 67.0 71-72

Socket
Retainer 
Retention
Rings

N.B. The retainer retention ring must have a tight fit on the socket.

* Because of the elasticity of the material, the diameter at the
female square drive of the socket can be slightly larger than
the ring.

A/F Part d DHex no.
mm mm
24 10024MLT 54 38
27 10027MLT 54 42
30 10030MLT 54 45
32 10032MLT 54 48
33 10033MLT 54 49
36 10036MLT 54 52



111A-EU 3/8" & 1111A-EU 1/2" Ratchets ★★★
• These wrenches use a unique impact mechanism which

eliminates torque reaction - thereby saving your knuckles.
•  The fastest air ratchets on the automotive market - two and

a half times faster than standard ratchets.
• Ideal for the toughest automotive applications.

103-EU 1/4" & 1033-EU 3/8" Ratchets ★★
•  Stubby ratchets for fastener work in confined spaces.
•  Two of the smallest air ratchets available, only 6.5” long.
•  Heat treated, hardened steel yoke.

104A-EU 1/4" Ratchet ★★
•  One of the smallest reversible air ratchets available – ideal

for use in confined areas.
•  An excellent tool for small engine repairs, headlight

service work, bench and dashboard work.
•  Optional tool boot in vinyl material, part no. 104-P32

107XP 3/8" & 1077XP 1/2" Ratchets ★★★
•  Technologically advanced head design for extra durability.
•  Up to 68 Nm torque, 160 rpm free speed.
•  Variable speed lever style throttle.
•  360° adjustable exhaust. 
•  Ideal reversible tools for body shop work, radiator removal

and replacement, spark plugs, engine and exhaust work.

109XP 3/8" & 1099XP 1/2" Ratchets ★★★
•  Enhanced mechanism makes this the fastest ratchet in

its class ! 
•  Up to 95 Nm torque, 300 rpm free speed.
•  360° adjustable exhaust.
•  Push button throttle.
•  Still provides convenient access for tight spaces such as

crowded engine compartments.

109XP

107XP

104A-EU

Reactionless
Ratchet

Ingersoll-Rand 
Air Ratchet Wrenches

New

New

103-EU

12



103-EU 1/4 M10 200 7-27 5-20 27 20 0.5 1.1 165 6.5 70 2.5 1/4 6 1/4
104A-EU 1/4 M10 200 7-27 5-20 27 20 0.5 1.1 198 7.8 70 2.5 1/4 6 1/4
1033-EU 3/8 M10 200 7-27 5-20 27 20 0.5 1.1 165 6.5 70 2.5 1/4 6 1/4
107XP 3/8 M10 160 14-61 10-45 68 50 1.1 2.5 267 10.5 110 4.0 1/4 8 5/16

111A-EU 3/8 M10 300 14-68 10-50 68 50 1.2 2.7 267 10.5 110 4.0 1/4 8 5/16

109XP 3/8 M10 300 14-82 10-60 95 70 1.4 3.1 302 11.9 110 4.0 1/4 8 5/16

LA430-EU 1/2 M10 150 14-61 10-45 61 45 1.2 2.6 267 10.5 110 4.0 1/4 8 5/16

1077XP 1/2 M10 160 14-61 10-45 68 50 1.1 2.5 267 10.5 110 4.0 1/4 8 5/16

1111A-EU 1/2 M10 300 14-68 10-50 68 50 1.2 2.7 267 10.5 110 4.0 1/4 8 5/16

1099XP 1/2 M10 300 14-82 10-60 95 70 1.4 3.1 302 11.9 110 4.0 1/4 8 5/16

Square Std. bolt Free Working Max. Net Overall Average Air Min. hose
Model drive capacity speed torque torque weight length air cons. inlet size

in rpm Nm ft-lb Nm ft-lb kg lb mm in l/min cfm in mm in

LA430-EU 1/2" Ratchet Wrench Kit ★

• Complete Kit with Ratchet Wrench and sockets offers
flexibility for fastening applications in hard-to-reach or
confined areas. Comes in a durable carrying case.

•  Kit comprises: LA430-EU Ratchet Wrench, carrying case,
power universal joint, 3" extension bar, screwdriver bit
adapter, screwdriver bits (3), inlet adapter, sockets (10,11,
12,13, 15,17 and 19 mm). 

LA430-EU

1/4" 6972P 50 2
6973P 150 6

3/8" 7175P 75 3
7176P 150 6

1/2" 7183P 75 3
7181P 127 5

1/4" 6070P
3/8" 7270P
1/2 " 7470P

Power
Universal
Joints

Power Driver
Extensions

Power Socket
Adapters 
(female to male
drivers)

Square Part
drive no.

Square Part Length
drive no. mm in

1/4" 6954 3/8

3/8" 2U-215 1/2
7106P 1/4
7653 3/8

1/2" 7654 5/8
7455 3/4

Square Part Male end
drive no.

Specifications (at 90 psi – 6.2 bar)

Standard Power Sockets – 6 points

Spindle Accessories

1/4" Square drive 3/8" Square drive 1/2" Square drive

mm in mm in mm in

A/F Hex

mm in
4

4.5
5

5.5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24

3/16

1/4
9/32
5/16

11/32
3/8

7/16

1/2
9/16

5/8
11/16

3/4

13/16
7/8

15/16

6904M
6904.5M
6905M

6905.5M
6906M
6907M
6908M
6909M
6910M
6911M
6912M
6913M
6914M

6906H

6908H
6909H
6910H
6911H
6912H
6914H

6916H
6917H

7206M
J7207M
J7208M
7209M
7210M
7211M
7212M
7213M
7214M
J7215M
7216M
7217M
7218M
7219M
7220M
7221M
7222M

7208H

7210H

7212H
7214H

7216H
7218H

7220H
7222H

7219M

7226H

7408M
7409M
7410M
7411M
7412M
7413M
7414M
7415M
7416M
7417M
7418M
7419M
7420M
7421M
7422M
7423M
7424M

7412H
7414H

7416H
7418H

7420H
7422H

7419M

7426H
7428H

7430H

13



LA410-EU

Drills

7802-EU 10 mm Capacity Pistol-grip Drill ★★
•  Variable speed throttle for ease of starting holes.
•  Compact and lightweight, with the power to do the job

fast without operator fatigue.
•  Ideal for general heavy duty drilling.

7802R-EU 10 mm Cap. Pistol-grip Reversible Drill ★★
•  Features as above – also offers the additional advantage

of driving and removing screws and tapping.

7811-EU
10 mm Capacity Pistol-grip Drill ★★★

•  1/2 hp air motor for high performance and free speed up
to 2750 rpm.

•  Variable speed throttle.

7803-EU 13 mm Capacity Pistol-grip Drill ★★
•  Designed for drilling applications which require extra

power such as frame drilling, cylinder honing, hole
sawing, reaming.

•  Lots of power when it's needed.

7803R-EU 13 mm Cap. Pistol-grip Reversible Drill ★★
•  Features as above – also offers the power to remove the

toughest of screws when used as a screwdriver.

7816-EU
13 mm Capacity Pistol-grip Drill ★★★

•  High powered.
•  Double reduction planetary gearing.
•  Variable speed throttle.

7804R-EU 10 mm Cap. Reversible Angle Drill ★★★
•  Rear exhaust keeps exhaust air away from the work area.
•  Forward/reverse control locks in both positions to prevent

accidental directional changes during use.
•  Plenty of power and torque, with 1/2 hp air motor and 

1200 rpm free speed.

7807R-EU 10 mm Capacity Angle Reversible Drill ★
•  Reversible with convenient control.
•  Grease plug for easy maintenance.
•  Rear exhaust keeps exhaust air away from the work area.

LA410-EU 10 mm Capacity Straight Drill ★
•  Suitable for body work, mild steel and general bodyshop

materials – Lightweight and versatile.
•  Optional piped exhaust kit, part no. LA410-HA1.

7802-EU

7803R-EU

Types Part no. Corresp.
tools

Standard chuck: 7801-99-6 7811-EUKey: 728N-253
7802-EU

Standard chuck: 7802-99 7802R-EU
Key: R000B2J70-J253 LA410-EU

7804R-EU
Standard chuck: 7803-99 7803-EU
Key: 7803-253 7803R-EU
Standard chuck: 7806-99-8 7816-EUKey: 728N-253

Metal keyless chuck: KC10MM 7811-EU

Composite keyless chuck: 728-99-KC5 7802-EU
LA410-EU

Metal keyless chuck: KC13MM 7803-EU
Composite keyless chuck: 728-99-KC8 7816-EU 

Replacement Chucks (Thread 3/8" x 24)

Optional Protective Tool Boot (vinyl)
For models 7802-EU, 7802R-EU and 7803-EU: Part no. 7802-P32

7807R-EU 

Ingersoll-Rand Air Drills
& Screwdrivers

7804R-EU 

7811-EU

7816-EU

14

New

New



Model with Model  with Chuck Free Rated Net Overall Average Air Min. hose
std. chuck keyless chuck size speed power weight length air cons. inlet size

mm in rpm kW hp kg lb mm in l/min cfm in mm in

7802-EU 7802KC-EU 10 3/8 2100 0.37 0.5 1.1 2.4 198 7.8 110 4.0 1/4 10 3/8
7802R-EU - 10 3/8 2000 0.37 0.5 1.1 2.4 163 6.4 110 4.0 1/4 10 3/8
7811-EU 7811KC-EU 10 3/8 2750 0.37 0.5 1.2 2.7 188 7.4 110 4.0 1/4 10 3/8
7803-EU 7803KC-EU 13 1/2 500 0.37 0.5 1.4 3.2 229 9.0 110 4.0 1/4 10 3/8
7803R-EU - 13 1/2 400 0.37 0.5 1.5 3.3 221 8.7 110 4.0 1/4 10 3/8
7816-EU 7816KC-EU 13 1/2 1200 0.37 0.5 1.4 3.2 203 8.0 110 4.0 1/4 10 3/8
7804R-EU - 10 3/8 1200 0.37 0.5 1.2 2.7 213 8.4 110 4.0 1/4 10 3/8
7807R-EU - 10 3/8 1800 0.25 0.3 1.1 2.5 206 8.1 110 4.0 1/4 10 3/8
LA411-EU - 10 3/8 1800 0.25 0.3 1.1 2.5 210 8.2 85 3.0 1/4 10 3/8
LA410-EU - 10 3/8 4500 0.25 0.3 0.7 1.6 216 8.5 85 3.0 1/4 10 3/8

Free Max. working Net Overall Average Air Min. hose
Model speed torque weight length air cons. inlet size

rpm Nm ft-lb kg lb mm in l/min cfm in mm in

371-EU 1800 13 10 1.1 2.4 188 7.4 85 3 1/4 10 3/8
LA412-EU 1800 13 10 1.5 3.3 184 7.2 85 3 1/4 10 3/8
LA413-EU 1800 13 10 1.1 2.4 260 10.2 85 3 1/4 10 3/8
LA439-EU 1800 13 10 1.6 3.5 216 8.5 110 4 1/4 10 3/8

LA412-EU 

371-EU 

Drill Specifications (at 90 psi – 6.2 bar)

Screwdriver Specifications (at 90 psi – 6.2 bar)

LA439-EU 
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Screwdrivers

371-EU Pistol-grip Reversible Positive
Screwdriver ★
•  Positive action clutch, for full torque throughout rundown.
•  Convenient one-handed operation, with reverse control at

trigger.
•  Variable speed throttle for easy starts.
•  Through-handle exhaust directs air away from work area.

LA412-EU Pistol-grip Reversible Positive
Screwdriver ★
•  All-purpose pistol-grip screwdriver with positive action

offers full torque throughout run-down.
•  Reverse switch at trigger - Variable speed throttle.
•  In-handle exhaust.

LA413-EU Straight Reversible Adjustable
Screwdriver ★
•  Straight reversible screwdriver has adjustable clutch for

sensitive control.
•  Variable speed throttle.
•  Rear exhaust.
•  LA413-EU accessory: Vertical hanger, part no. LA413-93

LA439-EU Pistol Reversible Adjustable
Screwdriver ★
•  Adjustable clutch for sensitive control.
•  Reverse switch at trigger - Variable speed throttle.
•  In-handle exhaust.

Screwdriver Accessories:
Screwdriver bit box, part no. SBB-3

* Composite keyless chuck.

LA413-EU 



12000 rpm, 0,2 hp motor for high performance finishing
Non-lube, oil free operation 
Vacuum-ready, connects easily to central or portable
vacuum systems
Low vibration operation delivers a smooth, swirl free finish
Advanced composite rotor and vanes 
360° swivel rear exhaust directs air away from operator
Contoured composite housing is durable and comfortable
Lightweight design, (less than 2 lbs)

New 4151-HL Random
Orbital Sander with
High Performance
Lube Free Air motor

Ingersoll-Rand created the 4151
for body shop applications requi-
ring high performance finishing.

For a quality, swirl-free finish on
all types of surface preparation
and re-finishing, you can depend
on the 4151. And with oil free
operation you need not worry
about surface contamination.

This Random Orbital Sander is
lightweight, yet packed with
power. Designed for comfort
and durability, the 4151 is the
ultimate in low vibration, high
performance finishing.

Dust Pad size Free Net Average Air Min. hose
Model extraction (hook loop) speed weight air cons. inlet size

mm in rpm kg lb l/min cfm in mm in

4151-HL Vacuum ready 152 6 12 000 0.87 1.92 220 8 1/4 8 5/16

Specifications (at 90 psi – 6.2 bar)

★★★★

Standard model
(vacuum ready)

Eductor
assembly

Bag cover 
part no.49997

Disposable bag: for
replacement order:
IR49988: 20 pcs.
IR49987: 250 pcs.

Hose, part 49982

Collar, part no.49986

Adapter, part no. 49979

Small grip ring (grey) 49801
Medium grip ring (black) 49798
Large grip ring (blue) 49799
Kit of 3 rings 49840
Sanding pad - 6" dia. - Velcro (1) 49835
Sanding pad - 6" dia - Vinyl 49099
Vacuum hose, length 1.80 m 49600 

Accessories

Jet-Vac Conversion Kit, part no. 4151JV 

Accessories / Equipment Part No.

(1) Velcro pads can be used for both vacuum and
non-vacuum models.

2

3

4

5
6

7
8

1

1

2

8

6

7 3

4

5

016

NewProduct
Advanced Ergonomics
New



310-EU Dual Action Orbital Sander ★★
•  Orbital for swirl-free, quality finishing prior to painting.
•  Uses standard 6" adhesive discs (152 mm).

311A Dual Action Sander ★★
•  Built-in silencer.
•  Adjustable built-in regulator.
•  Used for feather edging, metal preparation and body

filler finishing work.

312-EU Non-vacuum Orbital Sander ★★
•  Makes easy work of body filler removal, wood and plastic

surface finishing.

313-EU Angle Sander ★★
•  For light and heavy applications.
•  Built-in speed regulator.
•  Possibility to use 200 mm pad.

315-EU Straight Line Sander ★★
•  Ideal for shaping and levelling of large, flat surfaces.
•  Pad dimension 70 x 445 mm (2 3/4" x 17 1/2").
•  Rubber pad part no. 315-39

317-EU High Speed Pistol-grip Sander ★★
•  Built-in regulator.
•  Ideal for edging and rust removal.

319-EU Vertical Sander ★★
•  Heavy duty 1 hp sander.
•  Handles the toughest sanding jobs.
•  Exhaust directed away from the operator.

● See sander accessories on the following page.

310-EU

* Strokes per minute, stroke length 25 mm (1")

Model Pad size Free Net Overall Average Air Min. hose
speed weight length air cons. inlet size

mm in rpm kg lb mm in l/min cfm in mm in

310-EU 152 6 10 000 2.1 4.6 274 10.8 110 4 1/4 10 3/8
311A 152 6 10 000 1.9 4.2 254 10.0 110 4 1/4 10 3/8
312-EU 93 x 170 3.6 x 6.7 8 000 2.1 4.6 229 9.0 170 6 1/4 8 5/16

313-EU 178 7 5 000 2.9 6.5 406 16.0 220 8 1/4 10 3/8
315-EU 70 x 445 2.8 x 17.5 3 000 * 3.0 6.6 445 17.5 220 8 1/4 10 3/8
317-EU 127 5 18 000 1.0 2.2 112 4.4 340 12 1/4 10 3/8
319-EU 178 7 5 000 2.0 4.5 203 8.0 170 6 1/4 10 3/8

315-EU

Specifications (at 90 psi – 6.2 bar)

312-EU
311A

Ingersoll-Rand 
Air Sanders & Polishers

017

317-EU
shown with  
3M Bristle™ disc

319-EU

313-EU

317-EU



314-EU
Angle Polisher ★★
•  Heavy-duty motor for

tough jobs.
•  Built-in regulator.
•  Designed for buffing

and polishing paint,
metal or plastic.

318-EU Vertical Polisher ★★
•  Handle exhaust directs air away from the operator.
•  Ideal for buffing and polishing of all painted surfaces to a

professional standard.

Optional lambswool bonnet for models 314-EU and 318-EU,
part no. P500-850

4151-HL
310-EU Ø 152

Vinyl 49097 Vinyl (2) 49099

311A
Velcro (1) 49835 Velcro (2) 49835

313-EU Plastic 313-825-7
314-EU Ø 178 Plastic 313-825-7
318-EU Heavy duty 6130A
319-EU Polyester (3) 6135A

315-EU 70 X 445 Rubber 315-39

317-EU 3 pads, Ø 76, Plastic 317-825
100 & 127

Dust Extraction Kit
Converts 310-EU for dust extraction.
Part no. DEK-310

Sanding and Polishing Pads

Tool no.
Pad size For non-vacuum models For vacuum models

(mm) Material Part no. Material Part no.

Air Sanders and
Polishers Accessories

Free Pad or wheel Net Overall Average Air Min. hose
Model speed Ø / diameter Spindle weight length air cons. inlet size

rpm mm               in in kg        lb mm       in l/min      cfm in mm       in

314-EU 2 500 178 7 5/8 -11 2.9 6.5 406 16.0 220 8.0 1/4 10 3/8
318-EU 2 800 178 7 5/8 -11 2.0 4.5 203 8.0 170 6.0 1/4 10 3/8

318-EU

(1)  Velcro pads can be used for both vacuum and non-vacuum models.
(2)  For use with 4151-HL or DEK-310 dust extraction kit.
(3)  Only for polishing.

Specifications (at 90 psi – 6.2 bar)

Ingersoll-Rand Air Sanders
& Polishers (continued)

314-EU

18



LA426-EU

LA427-EU

116H-EU

Hammer Accessories

Description Part no.

Straight chisel 116-66 116-66H
Punch 116-70 116-70H
Spotweld breaker 116-87 116-87H
Edging tool 116-88 116-88H
Double edged ripper 116-89 116-89H
Kit (all 5 chisels - in plastic pouch) 116-K5 116H-K5

116-EU 10.2 0.4 3500 17.5 11/16 67 2.6 1.5 3.4 198 7.8 85 3.0 1/4 10 3/8
116H-EU 10.2 0.4 3500 17.5 11/16 67 2.6 1.5 3.4 198 7.8 85 3.0 1/4 10 3/8
117-EU 10.2 0.4 2000 17.5 11/16 89 3.5 1.9 4.1 251 9.9 85 3.0 1/4 10 3/8
117H-EU 10.2 0.4 2000 17.5 11/16 89 3.5 1.9 4.1 251 9.9 85 3.0 1/4 10 3/8
121/Q-EU 10.2 0.4 3000 19.0 3/4 58 2.3 1.6 3.5 194 7.6 85 3.0 1/4 10 3/8
121/QH-EU 10.2 0.4 3000 19.0 3/4 58 2.3 1.6 3.5 194 7.6 85 3.0 1/4 10 3/8
125-EU – – 4600 25.4 1 28 1.1 2.8 6.2 465 18.3 220 8.0 1/4 8 5/16

Shank Chisel Blows Bore Stroke Net Overall Average Air Min. hose
Model opening shank dia. per minute diameter length weight length air cons. inlet size

mm in mm in mm in kg lb mm in l/min cfm in mm in

Replacement spring retainer for 116-EU, 
116H-EU, 117-EU and 117H-EU, 
Part no. 115-183

Replacement spring retainer for 121/Q-EU
and 121/QH-EU,
Part no. AVC10-183A

116-EU & 116H-EU Hammers ★
•  Alloyed steel barrel and heat-treated piston for longer life.
•  Trigger control of speed and power.
•  Built-in power regulator.
•  Ideal for medium exhaust system work and panel cutting.

117-EU & 117H-EU Hammers ★
•  Longer stroke piston to handle tough cutting jobs.
•  Trigger control of speed and power.
•  Built-in power regulator.
•  Ideal for bolt cutting.

121/Q-EU & 121/QH-EU Hammers ★★★
•  Long-life tool with one-piece alloy barrel.
•  Touch trigger.
•  For body work, shearing and general front end work.

125-EU Needle Scaler ★
•  For surface preparation work involving the cleaning or

removal of paint, rust, dirt or weld slag, the 125-EU is a
durable, dependable and economical solution.

•  Replacement needles - 3.2 mm dia (1/8"); 
Set of 19 steel needles, part no. NS11-22-19

LA426-EU & LA427-EU Hammer Kits ★
•  Kits offer Air Hammer with 6 different chisels to suit a

variety of cutting, edging and punching applications.
•  LA426-EU kit equipment: 116-EU Hammer, edging tool,

tail pipe cutter, straight chisel, cutting chisel, punch,
spotweld cutting chisel, 1/4" nipple, blow moulded case.

•  LA427-EU kit equipment: Same as above with 116H-EU
Hammer.

Specifications (at 90 psi – 6.2 bar)

121/Q-EU

117H-EU

Ingersoll-Rand
Air Hammers

125-EU
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Ingersoll-Rand
Air Cutting Tools & Grinders

* Without blade.

325-EU – – 3200 0.9 2.1 185 7.3 110 4 1/4 10 3/8
327LS 7/16" Hex. 3000 – 0.5 1.1 216 8.5 390 14 1/4 10 3/8
327-EU 10 mm 22000 – 0.7 1.6 224 8.8 425 15 1/4 10 3/8
429 – – 9000 0.6 1.3 229 * 9.0 * 220 8 1/4 10 3/8
4429 – – 5750 0.7 1.6 235 * 9.2 * 720 26 1/4 10 3/8
LA418A-EU – – 20000 1.0 2.2 208 8.2 110 4 1/4 10 3/8

Chuck Free Strokes Net Overall Average Air Min. hose
Model capacity speed per  minute weight length air consumption inlet size

rpm kg lb mm in l/min cfm in mm in

LA418-CB1-90

LA418-CB2-36

LA418-CB2-90

LA418-CB3-30

LA418-CB4-8

LA418-CB5-35

LA418-CB6-35

LA418-CB7-35

LA418-CB9-60

LA418-CB8-24

325-EU Nibbler ★★
•  Used for nibbling plastic, tin, aluminium and other metals

up to 18 gauge rolled steel.
•  Lever throttle for low speed starting.
•  Cuts a tight 1/4" radius.
•  Cutting capacity 1.2 mm, cutting speed 1.80 m/min. 
• Accessories delivered with tool:

Cutter die............. Part no. 325-354 Cutter...................... Part no. 325-350

327-EU High Speed Tyre Buffer ★★
• Ideal for roughing up and cleaning tyre mouldings,

surface wound repairs and repairing steel cables.
• Rear exhaust (optional piped away exhaust kit available,

part no. LA410-HA1)

327LS Tyre Buffer ★★
• Quick change chuck for easy bit change.
• Piped-away exhaust - directs air away from work area

and user - and convenient hanger incuded.

429 Body Saw ★★
• Extremely versatile – cuts intricate shapes and tight

radius curves on flat and curved surfaces.
• Adjustable blade guide increases blade life.
•  Requires only a very small hole to start the cut.
• Supplied with three10-teeth/cm blades and three

12-teeth/cm blades.

4429 Body Saw ★★★
• Super duty reciprocating saw.
•  Rubber grip and contoured design for greater comfort.

■ Accessories at extra cost for 429 and 4429
Fine blade (12 teeth/cm - red), qty. 6 ................................. Part no. 329-F500
Coarse blade (10 teeth/cm - grey), qty. 6 .......................... Part no. 329-C500

LA418A-EU Windscreen Cutter ★★
•  Efficient tool which reduces windscreen replacement time.
•  Oscillations per minute: 20,000 – Stroke arc 3°.
• Accessories at extra cost:

Step blade .............. LA418-CB1-90 Flat point blade ......... LA418-CB5-35
Swept hook blade ... LA418-CB2-36 Flat spade blade ....... LA418-CB6-35
Sweeper blade ....... LA418-CB2-90 Angle straight blade . LA418-CB7-35
Curved  blade ......... LA418-CB3-30 Straight hook blade .. LA418-CB8-24
Scraper blade ......... LA418-CB4-8 Circular blade ........... LA418-CB9-60

Specifications (at 90 psi – 6.2 bar)

4429

LA418A-EU

327-EU

327-LS

325-EU

429

New

New
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Specifications (at 90 psi – 6.2 bar)

302-EU

308-EU

307A-EU or 
LA419-EU

301-EU 20000 0.19 0.25 6 1/4 0.45 1.0 127 5.0 85 3 1/4 10 3/8
302-EU 18000 0.25 0.33 6 1/4 0.45 1.0 140 5.6 85 3 1/4 10 3/8
307A-EU 27000 0.19 0.25 6 1/4 0.30 0.7 121 4.8 85 3 1/4 10 3/8
308-EU 25000 0.25 0.33 6 * 1/4 * 0.50 1.0 142 5.6 85 3 1/4 10 3/8
344 12000 0.80 1.00 – 3/8-24 1.65 3.6 235 9.3 170 6 1/4 10 3/8
LA419-EU 25000 0.22 0.30 6 1/4 0.55 1.2 121 4.8 85 3 1/4 10 3/8
LA421-EU 12000 0.80 1.00 – 3/8-24 1.80 4.0 229 9.0 170 6 1/4 10 3/8
LA422-EU 12000 0.80 1.00 – 3/8-24 1.85 4.1 229 9.0 170 6 1/4 10 3/8
LA429-EU 22000 0.42 0.56 6 1/4 1.30 2.9 168 6.6 110 4 1/4 10 3/8

Free Rated Collet size Net Overall Average Air Min. hose
Model speed power or spindle size weight length air cons. inlet size

rpm kW hp mm in kg lb mm in l/min cfm in mm in

LA422-EU

301-EU

* For 3 mm shank diameter accessories, order collet part no. LA429-70 and collet reducer LA429-73 .

LA429-EU
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301-EU ★ & 302-EU ★★ Angle Die Grinders
•  Compact design for work in confined areas.
•  Self-locking throttle prevents accidental starts.
•  Precision machined gearing for maximum power transfer.
•  Ideal for grinding, parting, polishing, deburring and

smoothing sharp edges.

307A-EU & LA419-EU Mini Die Grinders ★
•  Compact, general purpose grinders for tyre buffing,

metal finishing and weld dressing in confined areas.
•  Safety lever prevents accidental starts.
•  Front exhaust helps keep work surface clean.

308-EU Multi-purpose Die Grinder ★★
•  Designed for parting, light weld grinding and smoothing

sharp edges.
• Safety throttle and front exhaust.

344 Angle Grinder - 4" wheel capacity ★★
•  Motor controller - Controls the speed and power of the tool

for increased productivity and enhanced operator safety.
•  Lightweight and durable composite housing.
•  Rear exhaust directs air away from the workpiece. Optional 

piped-away exhaust available, part no. LG2-K284

LA421-EU & LA422-EU Angle Grinders ★★
•  All purpose angle grinders suitable for metal dressing,

rust removal, weld preparation and automotive 
bodywork fabrication.

•  Wheel capacity 4" (LA421-EU) and 5" (LA422-EU) 
•  Accessories supplied with tools:

Arbor wrench.............................................................. Part no. LA421-DG-40048

Flange nut wrench...................................................... Part no. LA421-AG-30054

4" wheel (with model LA421-EU) ............................... Part no. LA421-AG-40059

5" wheel (with model LA422-EU) ............................... Part no. LA422-AG-40059

LA429-EU Die Grinder Kit ★
•  Contains LA429-EU Grinder plus 10 different shank-

mounted stones for flexibility to meet different die
grinding applications.

•  Standard accessories: 5 x 6 mm (1/4") and 5 x 3 mm
(1/8") shank-mounted stones,  3 mm (1/8") collet reducer,
6 mm (1/4") inlet adapter and double end spanners.

Die grinder accessories:
•  Set of 5 x 6 mm (1/4") and 5 x 3 mm (1/8") replacement

shank-mounted stones: Part no. LA429-74

344-EU
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Accessories for blow gun 8338
Rubber tip ......................................... 22151
Brass tip ............................................ 22101
Standard tip ................................... 22180-1
Air shield tip................................... 22180-2
Siphon tip ........................................ 104144
Extension tip (Length 254 mm)......... 33970
Extension tip (Length 76 mm) ....... 22180-3
Extension tip (Length 152 mm) ..... 22180-6

22151

22101

104144

22180-3

8338

8440-B

94058

Safety Blow Guns
•  Built-in orifice and non-removable relieved tip prevents

pressure build-up if nozzle is obstructed.
•  Model 12-20341: Tamper-proof vent holes increase total air

flow. Delivered with nylon recoil hose. 
Hose part no. 12-20302  –  Blow gun part no. 94057.

Model
Inlet Regulated Max. Temperature Gun

(BSP) pressure pressure range weight

in bar bar ° C g

8338 1/4 2 17 0-79 136
8440-B 1/4 2 12 0-79 76
94058 1/4 6 10 0-50 135
12-20341 (1) 1/4 2 7 0-79 190

Ingersoll-Rand
Speciality Equipment

Model
Rivet Stroke Net Overall Overall Average Air Min. hose

capacity length weight length height air cons. inlet size

mm in mm in kg lb mm in mm in l/min cfm in mm in

LA415-EU 2.4 to 6.4 3/32 to 1/4 16 0.6 2.0 4.4 197 7.7 315 12.4 1.7* 0.06* 1/4 10 3/8
LA437-EU 2.4 to 4.8 3/32 to 3/16 16 0.6 2.8 6.1 165 6.5 260 10.2 1.7* 0.06* 1/4 10 3/8
LA428-EU – – – – 1.3 2.9 356 14.0 – – – – 1/4 10 3/8

AF7000 1.0 / metal + teflon 1.8 0.8 1.8 140 at 3.5 bar
AF7001 0.6 / plastic 1.4 0.6 1.3 280 at 3.5 bar
AF7002 0.125 / plastic 0.8 0.3 0.7 85 at 2.5 bar
AF7003 0.6 / plastic 1.5 0.8 1.8 350 at 3.0 bar

Model
Bowl capacity Fluid Air 
and material orifice Weight consumption 

litre mm kg lb l/min

* Per cycle.

AF7001
AF7003

AF7002

LA415-EU

LA437-EU

LA428-EU

LA415-EU / LA437-EU 
accessories (supplied with tools)
3⁄32" nosepiece .... LA415-56 3⁄32" nosepiece ... LA437-1D
1⁄8" nosepiece...... LA415-57 1⁄8" nosepiece ..... LA437-1C
5⁄32" nosepiece .... LA415-58 5⁄32" nosepiece ... LA437-1B
3⁄16" nosepiece .... LA415-59 3⁄16" nosepiece ... LA437-1A
1⁄4" nosepiece...... LA415-60 Spanner gauge ... LA437-35
Multi wrench........ LA415-55 Wrench................ LA437-36

LA415-EU and LA437-EU Air / Hydraulic Riveters ★
•  Makes light work of all pop rivetting applications.
•  Rivet capacity (aluminium) up to 1/4" (LA415-EU) and

3/16" (LA437-EU).
•  Swivel inlet – Rivet shell reservoir.

LA428-EU Air Caulking Gun ★
•  Labour saving body-caulk application tool.
•  Power regulator.
•  Accepts standard cartridges: 50 x 215 mm (2" x 8 1⁄2").

AF7000 Series Spray Guns
• AF7000 Siphon Feed Production Spray Gun.
•  AF7001 Gravity Feed Production Spray Gun.
•  AF7002 Micro-Touch Up Spray Gun.
•  AF7003 Gravity Feed High Volume Low Pressure Spray Gun.

Specifications (at 90 psi – 6.2 bar)

AF7000

12-20341 

Replacement nozzles /needles
• For AF7000: • For AF7002: • For AF7003: 
1.8 mm: AF7000-18 0.5 mm: AF7002-05 1.3 mm: AF7003-13

• For AF7001: 0.8 mm: AF7002-08 1.5 mm: AF7003-15
1.4 mm :AF7001-14 1.0 mm: AF7002-10 1.7 mm: AF7003-17
1.7 mm: AF7001-17 1.9 mm: AF7003-19
2.0 mm: AF7001-20 2.2 mm: AF7003-22

(1) Hose working length 6.70 m (22 ft) – Internal dia. 6.3 mm (1/4").



SP005A 500 64-203 95 0.92 6.5
SP(SG)010A 1000 64-203 108 1.07 10.5 (14.5)
SP(SG)020A 2000 88-203 125 1.07 17.5 (21.5)
SP(SG)030A 3000 100-203 157 1.07 27 (31)
SP(SG)050A 5000 114-203 174 1.07 42 (46)

C and P Series Heavy Duty cable Pullers ★★
•  Aluminium body for C Series - Plated steel for P Series 
•  Exclusive long life "buttress tooth" cast gear design for

maximum strength.

SL Series Lever Hoists 
and SM Series Manual Chain Hoists ★★
•  All steel contruction with nickel chrome zinc plated hoist

body (Ingersoll-Rand's exclusive feature).
•  Phosphate solutioned hooks and free knob.
•  High strength manganese steel load chain.

SP Series Plain trolleys 
and SG Series Geared trolleys ★★
•  Cast iron universal tread wheels for use on flat or tapered

flange beams.
•  Optional kits available for flange widths up to 305 mm (12 in)

Model
Trolley Flange Min. beam Min. curve Net

capacity adjustment height radius weight

kg mm mm m kg

P6H 450 / 1 1 1.8 3.6
P15H 450 / 1 1 4.6 3.6
P15D-3H 450/1 - 900/2 2 4.6 - 2.3 4.5
C225H 450/1 - 900/2 2 11.6 - 5.8 6.4
C300H 625/1 - 1250/2 2 9.0 - 4.5 6.8
C400H 775/1 - 1550/2 2 6.0 - 3.0 7.3

Model 
Capacity / Lifting Lifting Weight
no. of falls hooks height

kg m kg

SL150-5-E 750 / 1 1 1.5 7.0
SL300-5-E 1500 / 1 1 1.5 11.0
SL600-5-E 3000 / 1 1 1.5 20.0
SL1200-5-E 6000 / 2 1 1.5 30.0
SM005-10-8-E 500 / 1 1 3.0 8.0
SM010-10-8-E 1000 / 1 1 3.0 12.0
SM015-10-8-E 1500 / 1 1 3.0 18.0
SM020-10-8-E 2000 / 2 1 3.0 16.0
SM030-10-8-E 3000 / 2 1 3.0 25.0
SM050-10-8-E 5000 / 2 1 3.0 39.0

MANUAL HOISTS

PLAIN (SP) & GEARED (SG) TROLLEYS 

CABLE PULLERS

Wide beam extension kits for SP and
SG trolleys (to be ordered separately)

Part Load Beam Additional
number capacity width weight
SP Series Plain Trolleys
SP010-K-12A 1 64-305 3.3
SP030-K-12A 3 100-305 7.2
SP050-K-12A 5 114-305 9.1
SG Series Geared Trolleys
SG010-K-12A 1 64-305 3.3
SG030-K-12A 3 100-305 7.2
SG050-K-12A 5 114-305 9.1

Pullers and Hoists Specifications

Trolleys Specifications

23

SP030

508

43
2 

(1
 fa

ll)
 5

59
  (

2 
fa

lls
) 

m
in

.

22

127   
114

19

470

45
5 

(1
 fa

ll)
  9

10
 (

2 
fa

lls
)

m
in

.

A
 (

m
in

im
um

)

D
 (

m
in

im
um

)

B

C

E

SL150
A: 295
B: 23
C: 285

SL300
A: 375
B: 30
C: 290

SL600
A: 475
B: 39
C: 390

SL1200
A: 610
B: 41
C: 390

SM005
D: 295
E: 21

SM010
D: 330
E: 26

SM015
D: 410
E: 27

SM020
D: 450
E: 30

SM030
D: 525
E: 35

SM050
D: 610
E: 39

C Series P Series

SL Series SM Series

SM010-
10-8-E

SL300-5-E
C225H
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Rubber Hose - 20 metre coil
An interior tube of synthetic rubber, smooth and oil-resistant.
A textile carcass composed of two helical layers with
opposing threads – A rubber lining in elastomer, resistant to
shocks, oil, ageing and abrasion.

Blue PVC Nitrile Hose - 20 metre coil
An interior tube of black nitrile PVC – Extra flexible. 
Braided textile reinforcement – 20 bar pressure. 
Abrasion, weather and heat resistant cover – Longer lasting –
Greater temperature range: -35°C to + 60°C.

PVC Round Hose - 30 metre coil
Scuff resistant outer cover – Greater kink resistance.
Lightweight – Extra flexible – High quality PVC. Temperature
range from: -20°C to +65°C . 
A resistance against a wider range of chemicals.

Transparent Polyester Reinforced Hose - 30 metre coil
Excellent transparency – Fully flexible – Excellent abrasion
and oil resistance. Conforms to product standards BS6066
and ISO 5774 to meet safety standards. 
Temperature range from: -15°C to +60°C . 

Hoses

Working Burst pressure
I.D. O.D. pressure at 20° C Part no.

mm in mm in bar psi bar psi

Description

7 9/32 14 9/16 20 290 54 780 7-14
10 3/8 19 3/4 20 290 54 780 10-19

12.5 1/2 23 29/32 20 290 54 780 13-23
16 5/8 28 13/32 20 290 54 780 16-28
19 3/4 31 17/32 20 290 54 780 19-31
6 1/4 12 15/32 20 290 60 870 NP6-12-20M
8 5/16 15 19/32 20 290 60 870 NP8-15-20M

10 3/8 19 3/4 20 290 60 870 NP10-19-20M
12.5 1/2 20 29/32 20 290 60 870 NP13-23-20M
16 5/8 28 13/32 20 290 60 870 NP16-28-20M
19 3/4 31 17/32 20 290 60 870 NP19-31-20M
6 1/4 11 7/16 18 261 74 1073 RH-6
8 5/16 13 1/2 15 220 65 942 RH-8
10 3/8 14 9/16 13 190 54 783 RH-10

12.5 1/2 17 11/16 11 160 44 638 RH-12
16 5/8 21 13/16 11 160 44 638 RH-16
19 3/4 24 15/16 11 160 44 638 RH-19
6 1/4 12 15/32 10 145 64 927 CR06
8 5/16 14 9/16 10 145 64 927 CR08
10 3/8 16 5/8 10 145 60 870 CR10

12.5 1/2 18 22/32 10 145 48 695 CR12
16 5/8 23 29/32 10 145 40 580 CR16
19 3/4 26 11/32 10 145 40 580 CR19

Outlet pressure: bar 0.7-17 0.7-17 0.7-17 0.7-17 0.7-17 0.7-17 0.7-17 0.7-17
Bowl capacity: dl 0.51 0.85 0.51 0.85 0.51 0.85 0.51 0.85
Flow: l/s 49.5 66 58.9 71 40 53 46 55
Dimension A: mm 254 291 254 291 212 238 212 238
Dimension B: mm 60 73 60 73 197 237 197 237

Outlet pressure: bar 0.4-8.5 0.4-8.5 0.4-8.5 0.4-8.5 0.4-8.5 0.4-8.5 0.4-8.5 0.4-8.5

Comb. Filter Regulator 3/8" Comb. Filter Regulator 1/2" Combined Unit (FRL) 3/8" Combined Unit (FRL) 1/2"
Part no. – Plastic bowl B18-C3-FKGO B28-C3-FKGO B18-C4-FKGO B28-C4-FKGO C18-C3-FKGO C28-C3-FKGO C18-C4-FKGO C28-C4-FKGO

Part no. – Metal bowl B18-C3-GLGO B28-C3-GLGO B18-C4-GLGO B28-C4-GLGO C18-C3-GLGO C28-C3-GLGO C18-C4-GLGO C28-C4-GLGO

Filters - Regulators - Lubricators (BSP thread - Manual drain - Pressure gauge)

F.R.L.Combi
Heavy duty combination 
unit with brazed, tubular
chassis. 
Half inch sizes 
on manual drain, filter, 
regulator, lubricator 
and claw couplings 
as standard.
Size: W 390 x H 400 x D 420 mm - Weight 7.5 kg
FRL combination: Flow 52 l/s - Outlet pressure 0.4
- 8.5 bar - Bowl capacity 0.85 dl.

In-Line Lubricators
Aluminium body - Capacity 7 ml
Flow at 7 bar: 10 l/s
Max. working pressure 14 bar
• Inlet 1/4" BSP-F – Outlet 1/4" BSP-F: Part no. L01-C2-A29
• Inlet 1/4" BSP-F – Outlet 1/4" BSP-M: Part no. L01-C2-E29
• Inlet 3/8" BSP-F – Outlet 3/8" BSP-M: Part no. L01-C3-A29

xxx

xxx

Piping Adapter Set
Thread 1/4" BSP GPA-96-620
Thread 3/8" BSP GPA-96-621
Thread 1/2" BSP GPA-96-622
Thread 3/4" BSP GPA-96-623

C-Bracket (for filter & lubricator)
Series 18 GPA-96-604
Series 28 GPA-96-605

L-Bracket (for regulator)
Series 18 GPA-96-606
Series 28 GPA-96-607

T-Bracket GPA-96-602

Joiner Set GPA-96-601

T-Bracket with
Joiner Set GPA-96-603

Pressure Gauge
0-4 bar RRP-96-668
0-16 bar RRP-96-669

Automatic Drain
Standard / Nitrile 1/8" GRP-96-200
Standard / Viton 1/8" GRP-96-300
Low flow / Nitrile 1/8" GRP-96-600
Low flow / Viton 1/8" GRP-96-700

Diverter Block
Series 18 (1/2") N18-C4-0000
Series 28 (3/4") N28-C6-0000

Safety Lockout Valve
Series 18 (1/4") V18-C2-0000
Series 18 (3/8") V18-C3-0000
Series 18 (1/2") V18-C4-0000
Series 28 (3/8") V28-C3-0000
Series 28 (1/2") V28-C4-0000
Series 28 (1") V28-C6-0000

Slow Start Valve (24 VDC)
Series 18 (1/4") S18-C2-EC00
Series 18 (3/8") S18-C3-EC00
Series 18 (1/2") S18-C4-EC00
Series 28 (3/8") S28-C3-EC00
Series 28 (1/2") S28-C4-EC00
Series 28 (3/4") S28-C6-EC00

B

A

B

Ingersoll-Rand
Airline Accessories A
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Hose
Clamps
Tightening Part no.capacity (mm)

9-11 .......................... CO-0911
11-13 ........................ CO-1113
13-15 ........................ CO-1315
15-17 ........................ CO-1517
15-18 ........................ CO-1518
17-20 ........................ CO-1720
18-21 ........................ CO-1821
20-23 ........................ CO-2023
22-25 ........................ CO-2225
23-27 ........................ CO-2327
25-28 ........................ CO-2528
27-31 ........................ CO-2731
31-34 ........................ CO-3134
34-37 ........................ CO-3437

Safety 
Tightening  
Collars - Steel
Tightening Part no.capacity (mm)

19-21 ................................ A
22-24 ................................ B
28-30 ................................ D
31-33 ................................ E

Griffexp
Couplings*
To fit I.D. (mm) Part no.

16 ................................ GR16
19 ................................ GR19

1/4"
3/8"
1/2"

IBN6CCFC2 – IBS6CCFC2 – – IB6NFC2 IB8NFC2 –
IBN6CCFC3 IBN8CCFC3 IBS6CCFC3 IBS8CCFC3 IBS11CCFC3 IB6NFC3 IB8NFC3 IB11NFC3
IBN6CCFC4 IBN8CCFC4 IBS6CCFC4 IBS8CCFC4 IBS11CCFC4 – IB8NFC4 IB11NFC4

7N7CCFC2 7S7CCFC2 77NFC2
7N7CCFC3 7S7CCFC3 77NFC3
7N7CCFC4 7S7CCFC4 77NFC4

1/4"
3/8"
1/2"

IBN6CCMC2 – IBS6CCMC2 – – IB6NMC2 IB8NMC2 –
IBN6CCMC3 IBN8CCMC3 IBS6CCMC3 IBS8CCMC3 IBS11CCMC3 IB6NMC3 IB8NMC3 IB11NMC3
IBN6CCMC4 IBN8CCMC4 IBS6CCMC4 IBS8CCMC4 IBS11CCMC4 – IB8NMC4 IB11NMC4

7N7CCMC2 7S7CCMC2 77NMC2
7N7CCMC3 7S7CCMC3 77NMC3
7N7CCMC4 7S7CCMC4 77NMC4

1/4 – XF-8
3/8 – XF-12
1/2 – XF-15

FEMALE
3/4 – XF-20
1 – XF-26

1/4 – XM-8
3/8 – XM-12
1/2 – XM-15

MALE
3/4 – XM-20
1 – XM-26
- 7 X-7
- 10 X-10
- 13 X-13

HOSE
- 16 X-16
- 19 X-19

IREXP Claw Couplings (forged brass)

- Working pressure 16 bar.
- All supplied complete with Nitrile based rubber joint.
- 42 mm between grips

Pipe Hose Part
size I.D. no.

in (BSP) mm

* For on-site temporary repair work to
RUBBER hoses.

Hose 1/4" BSP 3/8" BSP 1/2" BSP
I.D. pipe size pipe size pipe size

mm Part no. Part no. Part no.

Male Ends

6 35006 – –
7 35007 35107 –
8 35008 35108 36208
9 35009 35109 –

10 35010 35110F –
11 35011 – 36211
12 – 36212 36220
13 35013 35113 36213
16 – 1816 36221
19 – 1819 36222

Couplings and Nipples (Teflon coating on male threads)

• Maximum working pressure 16 bar - Temperature range -15° C to + 70° C.
• RATED Flow at 6 bar: • 6 bore: 15 l/s. • 8 bore: 30 l/s. • 11 bore: 70 l/s. —  European profile 7.2 bore: 25 l/s.

Swivel It™

Bi-directional 360° rotation air
hose universal joint
Increases operator comfort 
and manœuvrability of air tool.

Pipe size 1/4", flow 11.8 l/s - Part no. AS-1/4
Pipe size 3/8", flow 21.2 l/s - Part no. AS-3/8
Pipe size 1/2", flow 28.3 l/s - Part no. AS-1/2

Inlet BSP
or 
Hose I.D.

Profile MIL-C4109 • ISO 6150-B European Profile 7.2-7.4

Series IBN Standard Series IBS Safety Nipples
6 Bore 8 Bore 6 Bore 8 Bore 11 Bore 6 Bore 8 Bore 11 Bore

Series 7N7 & 7S7 – 7.2 Bore

Standard Safety Nipples

FEMALE (in BSP)

6
8
9
10
13
16

IBN6CCH06 – IBS6CCH06 – – IB6NH06 – –
IBN6CCH08 IBN8CCH08 IBS6CCH08 IBS8CCH08 – IB6NH08 IB8NH08 –

– – – – – – – –
IBN6CCH10 IBN8CCH10 IBS6CCH10 IBS8CCH10 IBS11CCH10 IB6NH10 IB8NH10 IB11NH10

– IBN8CCH13 – IBS8CCH13 IBS11CCH13 – IB8NH13 IB11NH13
– – – – IBS11CCH16 – IB8NH16 IB11NH16

7N7CCH06 7S7CCH06 77NH06
7N7CCH08 7S7CCH08 77NH08
7N7CCH09 7S7CCH09 77NH09
7N7CCH10 7S7CCH10 77NH10
7N7CCH13 7S7CCH13 77NH13

– – –

MALE (in BSP)

HOSE (Ø mm)

IR36102 9.5 3/8 3 10 3/8 2.5 8.5 150 6.0
IR36202 9.5 3/8 6 20 3/8 5.0 17.0 340 13.5
IR36302 9.5 3/8 9 30 3/8 8.0 25.5 520 20.5
IR36103 9.5 3/8 3 10 1/4 2.5 8.5 150 6.0
IR36203 9.5 3/8 6 20 1/4 5.0 17.0 340 13.5
IR36303 9.5 3/8 9 30 1/4 8.0 25.5 520 20.5
IR37102 13 1/2 3 10 1/2 2.5 8.5 165 6.5
IR37202 13 1/2 6 20 1/2 5.0 17.0 380 15.0
IR37302 13 1/2 9 30 1/2 8.0 25.5 580 23.0

Supercoil™
Recoil Hose 
Assemblies

Part no. Hose I.D. Hose length Male swivel Working length Compact lengthfitting, each end

mm in m ft in m ft mm in
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Ingersoll-Rand
Tool Tune-up Kits and Lubricants

110 g (4oz.) 10Z4
Oil for all automotive air tools 0.55 L (1pt) 10P

4.5 L (1gal.) 10G
Winter grade oil 4.5 L (1gal.) 10GW
Grease for drills and ratchet wrenches 450 g (1 lb) 28 1 LB
Grease for angle / grinders, sanders, polishers 450 g (1 lb) 67-1 LB
Grease for impact wrench mechanisms 450 g (1 lb) 100 1 LB
Grease for 2131S Impactool only 450 g (1 lb) 115 1 LB

Description Quantity Part 
no.

Lubricants
A line of oils and greases which has been tested
thoroughly and is recommended without
reservation.

Impactool Lubrication Kits
Convenient kit comprising lubricants and
tube gun for easy maintenance of your
Impactool or impact wrench.

Metal Grease Gun 
Recommended for flush type fittings.
Capacity 80 g.
Part no. R000A2-228 

Part no. Corresponding tools Contains
80 g (3oz.) IR105 grease

105-LBK1 All Impactools 110 g (4oz.) IR10 air tool oil
except 2131S-EU Grease tube gun head

80 g (3oz.) IR115 grease
115-LBK1 Only for model 110 g (4oz.) IR10 air tool oil

2131S-EU Grease tube gun head

107XP 107XP-TRK1
1077XP 1077XP-TRK1
109XP 109XP-TRK1
1099XP 1099XP-TRK1
111A-EU 111-TRK1
1111A-EU 1111-TRK1

Tool no. Kit no.

Hammer Mechanism Tune-Up Kits
Contains the anvil, hammers (or pins) and gaskets for the impact
mechanism.

You can use our popular kits to keep your
air Impactools performing at top power. 
Save money, too – the kit costs less than
the individual parts.

Tune-Up Kits

215 215-THK2 235-EU 235-THK1
216 216-THK2 255-EU 255A-THK1
225 225-THK2 2112S 2112-THK1
231-EU 231-THK1 2121S 2121-THK1
231-2-EU 231-THK2 2131S-EU 2131-THK1
231XP 231XP-THK1 2131S-2-EU 2131-THK1-2
231-2-XP 231XP-THK2 2141S 2141-THK1

Tool no. Kit no. Tool no. Kit no.

Ratchet Head Kits
Rebuild your air ratchet's head 
using this complete kit.

211-EU 211-TK2 271-EU 261-TK2
212-EU 212-TK2 280-EU, 280-6-EU 280-TK2
215 215-TK1 285-EU, 285-6-EU 285-TK1
216 216-TK1 290-EU, 290-6-EU 290-TK2
225 225-TK1 295-EU, 295-6-EU 295-TK2
231-EU, 231-2-EU 231-TK3 2080, 2080-6 2080-TK2
231XP 231XP-TK3 2112S, 2121S 2112-TK2
235-EU 235-TK2 2131S-EU, 2131S-2-EU 2131-TK2
252-EU 252-TK2 2141S 2141-TK2
255-EU 255A-TK1 2161XP, 2161XP-6 2161-TK2
261-EU, 261-6-EU 261-TK2 2171XP 2161-TK2

IMPACTOOLS

Tool no. Kit no. Tool no. Kit no.

7801-EU, 7806-EU 728-TK3 7803-EU, 7803R-EU 7803-TK1
7802-EU, 7802R-EU 7802-TK1 7811-EU, 7816-EU 7811-TK1

DRILLS

Motor Tune-Up Kits
Contains the vanes, gaskets and seals for a complete tune-up.
One kit, the 231-TK3, also includes ball bearings.



The Ingersoll-Rand distributor network gives you not only a
superior product, but also a Total Quality service, to ensure
your complete satisfaction.
For additional information about the products shown in this
catalogue, and assistance with selection, please contact your
nearest Ingersoll-Rand distributor or Ingersoll-Rand office.

Nothing contained within this brochure is intended to extend any warranty or representation, expressed or implied, regarding
the products described herein. Any such warranties or other items or conditions of sale of products shall be in accordance with
Ingersoll-Rand' s standard terms and conditions of sale for such products, which are available upon request.
Product improvement is a continuing goal at Ingersoll-Rand. Designs and specifications are subject to change without notice or
obligation.
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